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ABSTRACT: Isotope imaging is commonly used to investigate the localization of trace elements and their isotopes. In situ noble gas 
analysis of meteorites revealed the distribution of primordial noble gases that were trapped in the building blocks of asteroids and planets 
during the early stage of the Solar System evolution. Solar wind noble gases are among the primordial gases present in meteorites and were 
trapped through exposure to solar wind. Micrometer resolution in situ noble gas analysis has not been achieved due to the lack of sensitivity 
and spatial resolution. Microscale imaging technique is crucial for identifying the carrier phase of the solar wind noble gases. We have 
developed 4He isotope imaging utilizing secondary neutral mass spectrometry with strong field post-ionization. This technique achieved a 
lateral resolution of 2 µm and a 4He detection limit of 2 × 1017 cm–3. This development allows for the study of a solar wind gas-rich meteorite, 
Northwest Africa 801 carbonaceous chondrite, with micrometer resolution. The solar wind 4He carriers are fine-grained particles and are 
sparsely scattered in the matrix region.  

INTRODUCTION 1 

Noble gas isotopes have been used as tracers for solar wind to fa-2 

cilitate understanding of the chemical abundance of the sun and the 3 

physical properties of solar wind, owing to their chemically inert 4 

nature and extremely low solubility in solid materials. In situ noble 5 

gas analysis of minerals has been performed using conventional no-6 

ble gas mass spectrometers with laser ablation1–3 to study noble gas 7 

distributions in rock samples. This approach can identify the carrier 8 

phases of the trapped noble gases. The ablation pits, i.e., the spatial 9 

resolution, are limited to ~50 μm in width and 50–500 μm in depth, 10 

primarily because of the scarcity of noble gases in minerals. In situ 11 

helium measurements with a lateral resolution of ~25 μm have been 12 

performed using secondary ion mass spectrometry (SIMS),4 while 13 

solar wind He is concentrated on the surface (<100 nm) of the par-14 

ticles because the typical energy of solar wind 4He is ~4 keV.5 The 15 

carriers of the abundant 4He are preserved in regolithic rocks, 16 

which were exposed to the solar wind on the meteorite parent 17 

body.6 The small regolith particles are the main reservoirs of solar 18 

wind because their large surface-to-volume ratio increases the effi-19 

ciency of solar wind implantation. Thus, the spatial resolution of 20 

>20 μm by conventional SIMS is too large to study the distribution 21 

of the solar wind in the particles. Furthermore, the detection limit 22 

of conventional SIMS is ~1019 cm–3,4 while the most abundant bulk 23 
4He concentration in meteorites is ~10–2 cm3 STP g–1,7, 8 corre-24 

sponding to a 4He concentration of ~1018 cm–3. Therefore, conven-25 

tional SIMS is insufficient for identifying solar wind He in meteor-26 

ites. Helium-4 imaging with higher spatial resolution and sensitiv-27 

ity has the potential to reveal the location of the solar wind noble 28 

gases.  29 

We developed a secondary neutral mass spectrometry technique us-30 

ing laser post-ionization and a focused ion beam, to examine the 31 

micrometer- and nanometer-scale noble gas distributions.5,9–17 The 32 

lateral resolution of the 4He measurements was ~3 µm and the de-33 

tection limit was 3 × 1018 cm–3,5 which is close to the highest 4He 34 

concentration observed in meteorites. If the 4He distribution in me-35 

teorites is homogeneous, then the concentration is below the detec-36 

tion limit, and it is difficult to observe 4He there. Therefore, the 37 

detection limit of 4He needs to be improved for in situ noble gas 38 

analysis of the meteorites. In this study, we reduced the 4He detec-39 

tion limit by improving the vacuum and laser systems. Using the 40 

improved systems, we conducted two-dimensional (2D) mapping 41 

of 4He on the polished surface of a solar wind gas-rich meteorite, 42 

Northwest Africa 801 (NWA 801) Renazzo-type carbonaceous 43 

chondrite (CR chondrite).7  44 

 45 

INSTRUMENTAL MODIFICATIONS 46 

A time-of-flight secondary neutral mass spectrometer (TOF-47 

SNMS) with a femtosecond (fs) laser, (Laser Ionization MAss na-48 

noScope, LIMAS, JEOL) at Hokkaido University was used in this 49 

study.5,11–17 The instrumental and analytical conditions of LIMAS 50 

were modified to improve the He analysis as follows. The ioniza-51 

tion efficiency for He in the laser focus region (φ30 × 100 μm in 52 

length) was ~10% with the previous laser system of 3 mJ and 40 fs 53 

(Integra-C. USP, Quantronix).12 In this study, we upgraded the 54 

high-power Ti-sapphire fs laser (Astrella, Coherent, Inc.) to 6 mJ 55 

per 30 fs pulse to increase the post-ionization efficiency for He. The 56 

timing of laser irradiation for the sputtered neutral plume was also 57 

tuned based on Bajo et al.13 because the number of particles in the 58 

plume that interact with the pulsed laser beam depends on the tim-59 

ing between sputtering by the pulsed primary beam and laser irra-60 

diation. After modification, the ionization efficiency of He in-61 

creased to 70%, primarily because of the higher laser power den-62 

sity.16 63 

In addition, the vacuum system was improved  to reduce the resid-64 

ual He in the sample chamber, which is the direct cause of back-65 

ground He for the LIMAS measurements, by replacing a 300 L s–1 66 

ion pump and a 400 L s–1 non-evaporable getter (NEG) pump with 67 

a 410 L s–1 ion pump StarCell element (Vaclon Plus 500, Agilent) 68 

and a 1300 L s–1 NEG pump (CapaciTorr B1300, SAES getters). 69 

Consequently, the vacuum in the sample chamber improved from 70 

2 × 10–8 to 4 × 10–9 Pa. 71 

 72 

MATERIAL AND METHOD 73 
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The NWA 801 meteorite is known as one of the most noble gas-74 

rich meteorites,7 where the matrix preserves a large amount of solar 75 

wind noble gases (e.g. ~1018 4He cm–3). However, the noble gas 76 

carrier phases in the matrix have not yet been determined. The chip 77 

of NWA 801 was sliced to prepare a polished section measuring 5 78 

× 6 mm2. The sample was polished using an automatic polishing 79 

machine (MA-200e, Musashino Denshi) at Hokkaido University. 80 

The sample was attached to the holder of the polishing machine 81 

using a thermoplastic adhesive. Diamond slurry containing poly-82 

crystalline diamond particles of ~3 μm dissolved in ethylene glycol 83 

sprayed onto a copper polishing plate was used on the sample to 84 

obtain a flat surface. Then, ~1 μm diamond slurry sprayed onto a 85 

tin-antimony alloy polishing plate and that on a polishing cloth 86 

were used to perform final polishing. These procedures provided a 87 

sufficiently flat surface for the LIMAS measurements. The pol-88 

ished section was coated with a thin gold film of ~10 nm thickness 89 

using a vacuum evaporator (JEE-400, JEOL). Prior to isotope im-90 

aging using LIMAS, backscattered electron (BSE) images of the 91 

section were obtained using field-emission scanning electron mi-92 

croscope (FE-SEM: JSM-7000F, JEOL) at Hokkaido University. 93 

After isotope imaging with LIMAS, BSE images, secondary elec-94 

tron images and X-ray elemental maps were obtained for the iso-95 

tope imaging areas to evaluate the texture and chemical composi-96 

tion. X-ray elemental mapping was performed using scanning elec-97 

tron microscopy with energy-dispersive X-ray spectroscopy (SEM-98 

EDS), achieved by installing an energy-dispersive X-ray spectrom-99 

eter (X-Max 150, Oxford) on the FE-SEM instrument. A 15 keV 100 

electron beam probe with a current of 10 nA was used. The SEM-101 

EDS system was also used to determine the quantitative Si concen-102 

trations in the minerals, as listed in Table 1.  103 

A polished section of San Carlos olivine grains with a forsterite 104 

content (= Mg / (Mg + Fe) × 100) of ~89 mol % was prepared and 105 

irradiated with 4 keV 4He at a fluence of 1 × 1015 cm–2 (hereafter 106 

referred to as He-Ol) to quantify the 4He concentration in the me-107 

teorite using a relative sensitivity factor (RSF). Although the flu-108 

ence was a nominal value, we estimated the systematic uncertainty 109 

of the true value to be about 10%. To determine the background 110 

level of 4He in the depth profiling, we measured a polished section 111 

of San Carlos olivine without 4He ion implantation (blank-Ol).  112 

We used a 30 keV 69Ga+ probe with 30–45 nA as the primary ion 113 

beam of LIMAS. The primary beam was pulsed to widths of 200–114 

400 ns. The beam was corrected for spherical aberration by the ab-115 

erration-correcting optics,12,13,17 and focused to 2 µm on the sample 116 

surface, which is defined by the 16-84% criterion using line 117 

scans.17 The angle of incidence of the primary beam on the sample 118 

was set to 55°, which was formed by the optical axis of the primary 119 

beam and the sample surface. The neutrals sputtered from the sur-120 

face were ionized using the fs laser. The laser beam was focused to 121 

30 µm in diameter at ~50 µm above the point of primary beam ir-122 

radiation. Ionized particles within the m/z ranges of 3.5 to 4.5, 11.5 123 

to 13.5, and 27.5 to 28.5 were introduced into the multiturn TOF-124 

MS system of LIMAS, MULTUM-II,12–15 by activating ion gate 125 

deflectors in order. This was done to measure the 4He+ signals and 126 

the major element signals of the meteorite (24Mg2+, 28Si+ and 56Fe2+) 127 

(Figure 1a). The flight time in MULTUM-II was set such that the 128 

mass-resolving power was calculated to be ~13,000 in a 1% valley 129 

for m/z 4 with 93 laps of 4He+. Under these conditions, 12C3+ and 130 
16O4+ ions were in flight as interferences before 4He+. The interfer-131 

ence was removed using the ion gate deflector within the ion tra-132 

jectory of the MULTUM-II. Therefore, no interference is observed 133 

in the 4He+ peak (Figure 1b). These conditions were applied to the 134 

imaging and depth profiling analyses.  135 

The background signal of 4He is produced by the ionization of the 136 

residual 4He gas (hereafter, blank 4He) in the ultrahigh vacuum 137 

sample chamber. Thus, we measured the blank 4He after each 138 

measurement with irradiation of the fs laser pulse without primary 139 

beam irradiation. The average blank 4He signal was defined as the 140 

detection limit for the measurements. A total of 400,000 TOF spec-141 

trum scans were carried out for blank 4He measurements. The blank 142 
4He was (5 ± 2) × 10–5 cpms (ion counts per mass spectrum scan), 143 

of which the error is expressed as the standard deviation (1SD) of 144 

7 blank measurements. The standard deviation was approximately 145 

equal to the statistical error of ion counting. 146 

 147 

Depth profiling 148 

The RSF for meteorite analysis was obtained by depth profiling of 149 

He-Ol. The imaging area of He-Ol was 18 × 25 μm2 consisting of 150 

30 × 30 pixels. The pulse width of the primary beam was set to 400 151 

ns. The longer pulse width compared with the imaging analysis for 152 

meteorites accelerated the sputtering rate per pulse for cratering. 153 

The depth profile was obtained from the center of an 8 × 8 pixel to 154 

avoid crater edge effects. A total of 200 TOF mass spectra were 155 

collected and stored to construct a single pixel. The imaging anal-156 

ysis was repeated continuously on the same imaging area to obtain 157 

three-dimensional images by sputtering. After depth profiling, 158 

crater depths were measured using a confocal laser microscope 159 

(VK-X200, Keyence). The measurement conditions for blank-Ol 160 

were identical to those for He-Ol. 161 

 162 

Isotope imaging 163 

Two areas in the NWA 801 section were imaged using scanning 164 

with the primary beam of LIMAS. This primary beam with a pulse 165 

width of 200 ns was utilized on the sample surface to perform 2D 166 

analysis. The primary beam had a diameter of 2 µm and was 167 

scanned on the sample using a pattern of 80 × 60 pixels with the 168 

scan interval of 580 nm horizontally and 820 nm vertically. As a 169 

result, the imaging area measured 46 × 49 μm2. A total of 200 TOF 170 

mass spectra were collected for each pixel. After the imaging anal-171 

ysis, blank 4He was measured. 172 

Long-term measurements of small areas were performed for se-173 

lected regions of interest (ROI) in isotope imaging to obtain precise 174 
4He abundances. The ROIs were set to 10 × 10 pixels, with a scan 175 

interval of 100 nm horizontally and 160 nm vertically. The data 176 

accumulation sequence for the ROI was a 10 × 10 pixel image re-177 

peated 20 times. As the primary beam was 2 µm and the angle of 178 

the incidence was 55°, the area of the ROI was an ellipse of 3 × 5 179 

μm2. After the ROI analysis, blank 4He was measured.  180 

 181 

RESULTS AND DISCUSSION 182 

Quantification of 4He concentration 183 

The depth profiles of 4He+ and 28Si+ for He-Ol are shown in Figure 184 

2. The crater depth was 238 nm for 160 measurement layers. As-185 

suming a constant sputtering rate during the measurement, each 186 

measurement layer was converted to a depth from surface. The im-187 

plantation profile of 4He is observed from the surface to a depth of 188 

~100 nm. The background signal of 4He+, 4He+BG, is to be 1.6 × 10–189 
4 cpms.  190 

To convert 4He intensities to 4He concentrations, ion intensity ra-191 

tios are typically used for the calibration method.5 Assuming that 192 

the RSF of 4He+ against 28Si+, RSFHe,Si, is independent of its con-193 

centration, the RSF is defined as:  194 

RSFHe,Si  = ([4He]/[28Si])/(4He+/28Si+)meas,  (1) 195 
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where [4He] and [28Si] are the concentrations of 4He and 28Si in the 196 

sample, respectively, and (4He+/28Si+)meas is the corresponding 197 
4He+/28Si+ intensity ratio. 198 

For the He-Ol standard, the integrated value of the 4He+/28Si+ ratios 199 

from the surface to a given depth, Σ(4He+/28Si+)meas, is given by the 200 

following equation: 201 

,  (2) 202 

where 4Hei+ and 28Sii+ are the ion intensities of 4He and 28Si in the 203 

measurement layers, respectively, and  i is the number of measure-204 

ment layers on the surface. If the n is sufficiently large, the [4He] 205 

of the integration region corresponds to Φ/d, where Φ is the fluence 206 

of 4He implantation into the He-Ol and d is the depth corresponding 207 

to the n. Therefore, Equation (1) is transformed into the following 208 

equation: 209 

.  (3) 210 

The [28Si] is 1.24 × 1022 cm–3 for olivine. Φ is the 4He fluence of 1 211 

× 1015 cm–2. As the integration depth appears sufficient up to the 212 

depth of 100 nm (Figure 2), the RSFHe,Si is calculated to be 0.79 ± 213 

0.01 (1σ) for olivine. The uncertainty of the RSFHe,Si was calculated 214 

by counting statistics for 4He+ and 28Si+. Therefore, the 4He con-215 

centration ([4He]He,Si (cm–3)) of the olivine was estimated using the 216 

following equation: 217 

[4He]He,Si  (cm–3) = RSFHe,Si × [Si] × (4Hei+/28Sii+)meas. (4) 218 

To apply Equation (4), the Si concentration at each measurement 219 

point must be determined. However, meteorites consist of various 220 

minerals with different Si concentrations, ranging from 0% (e.g., 221 

Fe metal) to ~50% (e.g., silicates) in the imaging areas in this study. 222 

It is difficult to accurately determine the Si concentrations for all 223 

pixels in a 2D analysis at a resolution of one pixel. Post-ionization 224 

by a focused fs laser suppresses the matrix effect for element quan-225 

tification because the ionization efficiency is nearly 100% for all 226 

ions.12 If the sputtering rate is not very different between minerals, 227 

we can directly estimate the 4He concentration from 4Hei+ as fol-228 

lows. Removing normalization terms from Equation (3),  229 

.   (5) 230 

Then,  231 

[4He]He (cm–3) = SFHe × 4Hei+.   (6) 232 

The sensitivity factor (SF) is calculated to be 1.03 ± 0.02 × 1022 233 

(cm–3 cpms–1) by duplicate measurements of the He-Ol standard. 234 

Using Equations (4) and (6), the ion intensities of the depth profiles 235 

were converted into 4He concentrations (Figure 2). 236 

 237 

Detection limit of 4He 238 

The blank 4He value of (6 ± 1) × 10–5 cpms, which is calculated to 239 

be (2.1 ± 0.3) × 1017 cm–3 using Equation (6). The detection limit 240 

was improved by approximately one order of magnitude compared 241 

with that reported in previous study (3 × 1018 cm–3).5 242 

The detection limit for depth profiling (Figure 2) corresponds to the 243 

concentration at the bottom of the crater (> 150 nm), which is (5.5 244 

± 0.4) × 1017 cm–3 ((1.6 ± 0.1) × 10–4 cpms). The ion intensity of 245 
4He+ for blank-Ol is (1.5 ± 0.2) × 10–4 cpms, which is the same 246 

within the error to that of the He-Ol measurement and ~2.6 times 247 

greater than that of the blank 4He. This indicates that the 4He inten-248 

sity was increased by the irradiation of the sample by the primary 249 

beam. The 4He from the crater bottom in the depth profiling was 250 

likely generated from the adsorbed 4He on the sample surface dur-251 

ing the intervals between the primary beam pulses, in addition to 252 

the residual He gas in the sample chamber. The detected adsorbed 253 
4He was comparable to the residual 4He under these measurement 254 

conditions.  255 

 256 

Texture and isotope imaging of NWA 801 257 

The NWA 801 meteorite consists of millimeter-sized chondrules 258 

and millimeter-to-sub-millimeter- sized grains of olivine, low-Ca 259 

pyroxene, and Fe-Ni metal (Figure 3). The chondrules and Fe-Ni 260 

metals are embedded in a fine-grained matrix composed mainly of 261 

sub-micrometer-sized phyllosilicates.18 We obtained ion images of 262 
4He, 24Mg2+, 28Si+, and 56Fe2+ from matrix areas A and B, as shown 263 

in Figures 4 and 5, respectively. The 4He concentrations in the 4He 264 

images were calculated using Equation (6) with SFHe. Olivine, py-265 

roxene, metal fragments, and a fine-grained matrix can be distin-266 

guished in the 24Mg2+, 28Si+ and 56Fe2+ images shown in Figures 4 267 

and 5. 268 

 269 

Comparison between RSF and SF for He quantification 270 

We measured four small areas (spots) for the silicate phases, as 271 

shown in Figure 4a, to compare the two [4He] conversion methods 272 

using Equations (4) and (6) because the ion image cannot accu-273 

rately determine Si concentrations for all pixels. Table 1 summa-274 

rizes the ion intensities of the spot analysis, the Si concentrations 275 

for the spots with SEM-EDS analysis, and 4He concentrations ob-276 

tained by the two conversion methods. Spots #1 and #2 were dom-277 

inated by phyllosilicates enclosing the mineral particles of metals, 278 

sulfides, and pyroxene. Spots #3 and #4 consisted of phyllosilicates 279 

and monomineralic olivine, respectively. Figure 6 shows the corre-280 

lations between [4He]He, and [4He]He,Si. Both concentrations are 281 

plotted on the slope-1 line, suggesting agreement between the two 282 

quantification methods, regardless of the differences in the matrix 283 

phases. This also suggests that the sputtering rates were similar 284 

among these minerals. 285 

 286 

4He concentration maps of NWA 801 287 

Helium is highly concentrated and sparsely scattered (Figures 4a 288 

and 5a). Helium-4 signals above 1019 cm–3 are observed from the 289 

phyllosilicates and in the matrix, and are not detected in coarser 290 

mineral fragments such as olivine and pyroxene. The highest 4He 291 

concentrations shown in Figures 4a and 5a are ~1 × 1021 cm–3. This 292 

is identical to the saturation concentration of the silicates.16 Be-293 

cause almost all the 4He in NWA 801 is solar wind He,7 the high 294 
4He concentration can be explained by solar wind ion implantation. 295 

In the black colored pixels in Figures 4a and 5a, the 4He concentra-296 

tions are lower, with concentrations of ~1018 cm–3 or less.  297 

The 4He isotope imaging technique revealed a sparsely scattered 298 
4He distribution in the NWA 801 matrix. The 4He-enriched por-299 

tions are composed of fine particles of sub-micrometer phyllosili-300 

cates enclosing mineral particles of metal, sulfide, and pyroxene. 301 

The presence of solar wind 4He in the fine particles indicates that 302 

these particles were exposed on the surface of the parent body for 303 

a longer period than the 4He-poor fine particles. 304 

The 4He images in Figure 7 were generated from Figures 4 and 5 305 

to compare the changes in spatial resolution between the previous 306 

(~20 μm) and this study (2 μm). The generation method is that a 307 

window consisting of the 40 × 25 pixels (23 × 20 μm2) in the orig-308 

inal images was prepared. The window was scanned in the x- and 309 

y-directions with steps of 6.2 and 6.5 μm, respectively. The 310 
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intensities in the window were averaged to a single pixel to gener-311 

ate a 5 × 6 pixel image. As a result, the spatial resolution of the 312 

images in Figure 7 becomes equivalent to the spatial resolution of 313 

images taken with a ~20 μm primary ion beam, which is the highest 314 

resolution of previous studies. This process increases the count in-315 

tensity by a factor of approximately 1000 and lowers the detection 316 

limit of 4He to approximately 1/30. Therefore, the color scale in 317 

Figure 7 was set to lower than in Figures 4b and 5b. The low spatial 318 

resolution images in Figure 7 do not show the distribution of con-319 

centrated and sparsely scattered 4He, as shown in Figures 4a and 5a. 320 

This study is the first to demonstrate distribution of solar wind 4He 321 

implanted in individual minerals (phases), which has not been de-322 

termined by previous studies.1–4 Using this imaging technique, we 323 

can explore the processes through which the solar wind is incorpo-324 

rated into asteroids and how its components become distributed 325 

into their asteroidal interiors. 326 

 327 

CONCLUSIONS 328 

The fs laser and vacuum system of LIMAS were improved, result-329 

ing in an increase in the 4He ion count rate and a reduction in the 330 
4He background. The revision of the vacuum resulted in an im-331 

provement of the blank 4He from 3 × 1018 cm–3 to 2 × 1017 cm–3. 332 

The detection limit for 4He was reduced by one order of magnitude. 333 

We succeeded in obtaining in situ microscale images of the 4He 334 

distribution in a solar wind gas-rich meteorite. The 4He isotope im-335 

ages showed the active movement of fine particles on the asteroid 336 

surface. 337 
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FIGURES AND TABLE 

 
Figure 1. (a) TOF spectrum of point #1 of NWA 801 sample shown 
in Figure 4a. The arrows are assigned to the measured ion species. 
The numbers in parentheses indicate the numbers of laps for each 
ion in MULTUM-II. (b) TOF spectrum of m/z 4 of the point #1. 
The peak positions of 16O4+ and 12C3+ which are removed by the ion 
gate are indicated by arrows. 

 
Figure 2. (a) Depth profiles of 4He+ and 28Si+ from the He-Ol sam-
ple. Silicon intensity is shown in tenths. The 4He concentration cal-
culated by Equation (4) is shown on the right axis. (b) Depth pro-
files of 4He+/28Si+ from the He-Ol sample. The 4He concentration 
on the right axis is calculated using Equation (6). 
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Figure 3. (a) BSE image of NWA 801. (b) Combined X-ray ele-
mental map of (a). Mg: Red, Si: Green, and Fe: Blue. The scale bar 
represents 100 μm for all images. The area contains chondrules, 
lithic and mineral fragments, metal particles, and fine-grained min-
erals. Matrix is defined as aggregates of solids of smaller than mi-
crometer size. The two matrix areas of A and B are measured by 
isotope imaging as shown in Figures 4 and 5, respectively. 
 
 

 
Figure 4. Isotope images from area A. (a) 4He image. Four yellow 
ellipses (#1–4) indicate points measured by the spot analysis. The 
white arrow in #1 indicates the data point used in Figure 1. (b) 
Color scale of 4He concentration. (c) 24Mg2+, (d) 28Si+, and (e) 
56Fe2+ images. (f) BSE image for comparison. The scale bar repre-
sents 10 μm for all images. Labels px, ol, met, and mtx indicate 
pyroxene, olivine, metal, and fine-grained matrix, respectively. 



8 

 

 
Figure 5. Isotope images of area B. (a) 4He image. (b) Color scale 
of 4He concentration. (c) 24Mg2+, (d) 28Si+, and (e) 56Fe2+ images. 
(f) BSE image for comparison. The scale bar represents 10 μm for 
all images. Labels px, ol, and mtx indicate pyroxene, olivine, and 
fine-grained matrix, respectively.  
 

 
Figure 6. Correlation between 4He concentrations using SFHe 
([4He]He) and RSFHe,Si ([4He]He,Si) for the spot analysis. The dotted 
line represents the slope-1 line. 
 

 
Figure 7. Computer-simulated 4He isotope images. (a) Low spatial 
resolution image of Figure 4a.  (b) Low spatial resolution image of 
Figure 5a. The color scale is set to one-tenth from Figure 4b and 5b. 
A window consisting of the 40 × 25 pixel (20 × 16 μm2) in the 
original images are averaged to a single pixel to generate a 5 × 6 
pixel images. The scale bars represent 10 μm. 
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Table 1. Blank-corrected 4He+, 24Mg2+, 28Si+, 56Fe2+ intensities, Si, and 4He concentrations for the spot analysis. 
4He+ 24Mg2+ 28Si+ 56Fe2+ 4He+/28Si+ Si* [4He]He,Si [4He] He  

cpms 10-3 mol% 1019 cm-3 
#1 0.0222 (2) 5.15 0.65 2.56 34 (2) 11.3 26.4 (3) 22.7 (2) 
#2 0.0065 (1) 8.37 0.80 2.53 8.1 (4) 11.3 6.31 (14) 6.62 (13) 
#3 0.00012 (3) 6.77 1.01 3.72 0.10 (3) 13.1 0.10 (2) 0.12 (3) 
#4 0.00007 (2) 22.15 1.18 0.42 0.06 (1) 14.0 0.06 (2) 0.07 (2) 

Uncertainties in the last decimal places of listed numbers are enclosed in parentheses: for example, 0.0222 (2) indicates 0.0222 ± 0.0002. 
The uncertainty in the intensity of 4He+ represents a statistical error in the overall 4He+ count. [4He]He,Si and [4He]He denote 4He concentra-
tions calculated using Equations (4) and (6), respectively.  
* Si concentrations were calculated using Oxford AZtec software with the SEM-EDS system.
 


